
Measured
objects Purpose

●Wide format printers
●Large format flatbed printers
●Small printers

To check the distribution of 
irradiation during the UV 
exposure produced by UV 
inkjet printers.

Defective

The surface of the whole 
product has been irradiated 
evenly with UV light.

UV irradiation is 
insufficient in some 
areas.

UVSCALE changes color in accordance
with the amount of light.
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右図は高圧水銀ランプに対する発色特性です。但し、この発色特性は弊社保有の光源や装置での値であり、個々の
ランプの違いや条件によっては同じ積算光量でも異なる発色濃度になる場合がありますのでご留意願います。

【高圧水銀ランプ】

※１：発色濃度は弊社保有の濃度計での値です。　濃度値を保証するものではありません。
※２：積算光量は365nm用UV照度計での値です。
※３：グラフの実線部分は推奨使用範囲です。　破線部分は実線部分よりも測定精度が低くなりますので、参考値としてください。
※４：標準色見本は目視判定可能な濃度範囲を示しています。

UVSCALE Application Examples No.8 Printing
Field

Ultraviolet Light Amount Distribution Measurement Film

Outline of use
Use tape to attach the UVSCALE to the object to be measured (paper, resin etc) and, in 
maintenance mode, perform UV exposure only, passing the head over once. By checking the 
color density of the UVSCALE, you can determine the UV irradiation area and UV distribution 
over the plane of irradiation.

【Example use】Checking the UV light amount and distribution produced by UV inkjet printers.

Benefits of
UVSCALE

- Since UVSCALE can be used to check evenness of UV irradiation at the time of product shipping 
or user purchase, it can be utilized to provide quick, simple evidence that UV irradiation is correct.
- If a problem occurs, using UVSCALE to take initial measurements allows the cause to be isolated 
at the very first stage. This helps reduce the time and effort required for problem resolution.
- When starting production of new printed materials, using and checking the color of UVSCALE 
provides a reference for curing standards when conditions such as printing speed or lamp 
distance are changed.
- UVSCALE can be used periodically to keep track of lamp deterioration over time.

URL http://www.fujifilm.com/products/industrial_products/uvscale/

Acceptable

①Visual check with standard color 
charts

②Management by converting 
colors into numeric values 
with analysis systems

UVSCALE http://www.fujifilm.com/products/industrial_products/uvscale/SearchSearch

* Please note that the specifications and performance stated in this catalog may change without prior notice as a result of improvements. The diagrams used are schematic, and differ from those for actual measurements.


